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Our Fiber Distribution Hub (FDH) system provides a crucial connection from the 
feeder network to the distribution network, offering scalable distribution 
capabilities ranging from 96 to 432 ports. Designed for applications beyond 
FTTx PON, the FDH features structural, lightweight, and corrosion-resistant 
materials. It is powder coated for durability, uses 300 series stainless steel 
hardware/fasteners for longevity, and includes heavy-duty cable clamps to 
prevent twisting and movement of cables. Front and rear access doors with 
door gasket seals ensure secure access, and cables can enter or exit from the 
bottom. A 35-port removable foam block staging area aids in organization, and 
a color-coded key mounted inside the panel directs patch cables. The unit 
includes two door locks and accommodates up to 432 ports with a maximum of 
48 feeder ports.

Fiber Distribution Hub (FDH)

Highlights:

Innovative Cable Management Design: Utilizing an infrastructure backbone 
design with branching, each group of 12 ports is segregated to enhance 
routing efficiency and facilitate the maintenance and replacement of splitters. 
The design includes plastic drums, a slotted backplane for Velcro installation, 
and a central divider for directional routing to individual cassettes.
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Highlights:

Slack Rings patent-pending : Concentric ring slack take-up hubs offering 
organized and precise management for fiber cable bundles, ensuring easy 
path routing from splitter to distribution port, and featuring a mirrored layout 
for a cleaner installation field of view.

Splitter base patent-pending : This base holds up to ten 1 x 32 ABS splitters 
(100mm x 80mm x 10mm) and allows easy expansion from 1 to 10 splitters 
using a patent-pending sliding retainer, requiring no tools. Its 
downward-facing design minimizes fiber bends.

 

 

 

 

 

 

 

 

 

 

 

 

Cabinet Dimensions - HxWxD

96 432144 288

Weight
Max. Feeder Port

Cable Entrances
Mounting Options (Hoist kits included)

Splitter Slots
Splitter Staging Capacity

Connector Types
Cable Types
Door locks

SC/UPC, SC/APC, LC/UPC, LC/APC
Indoor/Outdoor, Outdoor Armored, Ribbon and Loose Tube

Venting
Splice Capacity 12 Splices in each Cassette
Material 0.120 Aluminum with powder coating

Port Density
445 x 430 x 475mm

17.5 x 16.9 x 18.7 in

565 x 430 x 475mm

22.2 x 16.9 x 18.7 in

925 x 430 x 475mm

36.4 x 16.9 x 18.7 in

1285 x 500 x 475mm

50.6 x 19.7 x 18.7 in

30 lbs. 40 lbs. 54 lbs. 66 lbs.
24 24 48 48
4 4 10 14

6
6

Replaceable Roof Vent
2 Per Door

Vault, pole or pad mount

Specifications:
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5x7 SC/APC Foam
Block Staging Area

Aluminum Back Panel

X24 Distribution Cassettes
SC/APC 12 Port

Slack Management System-
Patent pending

Center Divider and
Cable Organizer

Splitter Storage

Splitter Storage
Maximum Capacity

Qty 10 1x32 ABS Splitter


