
SKU: LSO-IDOF-12U18

LightSaber Optics LSO-IDOF-12U18
12U 18inch Deep Wall Mount Open Frame 19"
Server Equipment Rack

LightSaber Optics 12U Open Frame Wall Mount Equipment Rack (18in 
Depth) is a high quality, low cost relay rack that is easy to assemble and 
install into any environment. It supports switch depth equipment and 18” 
deep shelves. It accommodates EIA and standard 19" rack equipment. It is 
Perfect for mounting patch panels, rack mounted power strips, shelves, and 
all other server rack equipment.

Sturdy 12U heavy duty, wall mount, open frame server rack with 2 post mounting, 19" Width, 18" Depth.

This heavy duty, 2 post, open frame rack supports unobstructed airflow & is easy to install with a durable design made 
from SPCC cold-rolled steel

The rack ships flat packed to ensure complete and undamaged delivery and also features comprehensive
assembly instructions.

Features:

Perfect for installing network switches out of the way and high up on a wall in a branch office, warehouse, or superstore 
location. Ideal for small and medium businesses requiring small rack solutions dispersed throughout the organization.

Application:

Cagenuts and wall mount kits.

Also comes with:



SKU: LSO-IDOF-12U18

Specifications

Physical

Model name:

Protection Class:

Cabinet Type:

Color:

Material:

Unit Dimension (WxDxH):

Unit Weight (lbs.):

Internal Depth (Front door to Back Mounting Plate):

Rail to Rail Depth:

Shipping Dimension (WxDxH):

Shipping Weight (lbs.):

Electrical

Cooling:

Certifications

Safety:

Approvals:

Warranty

Product Warranty: 

LSO-IDOF-12U18

IP20

Wall-Mount

Black RAL9005

Cold-rolled Steel

21.18 x 18.23 x 26.10 inches

15.65

18.23 inches

N/A

22.83 x 18.89 x 5.91 inches

16.97

N/A

CE

DIN41491, DIN41494, EIA/ECA-310-E, RoHS

1-year

12U Open Frame Wall Mount Equipment Rack- 18in
Deep (with side reinforcement bracket)

Description

NOTES:
1. INSTALLATION SHALL COMPLY WITH ALL APPLICABLE NATIONAL, STATE AND LOCAL ELECTRICAL REGULATIONS.
2. REFER TO PRODUCT DOCUMENTATION FOR ADDITIONAL DETAILS PRIOR TO INSTALLATION AND SITE PREPARATION WORK.
3. ALL DIMENSIONS ARE IN MILLIMETERS [MM].


