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1GbE 90W, -(18-60)V PoE 
Injector 
Cambium Networks radios utilize PoE (Power over Ethernet) for 
delivering power and data. This PoE injector drives a 57VDC plus 
data (PoE) output to the radio. We meet stringent efficiency 
requirements and regulatory compliance for deployment in 
most locations around the world. 
 
 
 
SPECIFICATIONS 

FEATURES  
Model Number N000082L022A 

Dimensions(mm) 190x134x62 

Data Connectors Two x RJ-45 (Data In; Data+Power Out) 

DC Power Input Connection Two Wire DC input 

DC Power Input -(18-60)V 

DC Output voltage 57V 

Efficiency ~90% 

Output Power 90W  

Operating Temperature -45°C to +60°C  

Humidity 5%RH to 100%RH (IEC529 IP66) 

Waterproofing IP66 

Regulatory                                            EMC: 
EN 301 489-1, EN 301 489-4, Class A (Europe) 
FCC 47 CFR, part 15, class B (US) 
ICES-003, Class B (Canada) 
TEC/EMI/TEL-001/01, Class A (India) 

                                                                Safety: 
EN 60950-1 
IEC 60950-1 
UL 60950-1 
CSA-C22.2 No.60950-1 
EN 60950-22 
UL 60950-22 
CSA C22.2.60950-22 
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