I-Line" Accessories
4" Boot Assembly Kits

Application: Entry port solutions

Size: Versions for 1/2" to 2-1/4" coaxial cable
Design: Compression boot kit for aluminum entry panels
Feature: One-piece design simplifies installation
Mounts to: 4" (101.6 mm) Eniry Panels
Material: EPDM rubber

Includes: Boot, cushion, two hose clamps
Order Separately: 4" (101.6 mm) Entry Panel

Part Number ~ Description W |bs

252146 Boot Assembly Kit, 4" (101.6 mm) with 1 hole 1.6
for 1/2" corrugated coax

252147 Boot Assembly Kit, 4" (101.6 mm) with 3 holes 1.6
for 1/2" corrugated coax

252148 Boot Assembly Kit, 4" (101.6 mm) with 1 hole 1.6
for 5/8" corrugated and Q00 braided coax

252149 Boot Assembly Kit, 4" (101.6 mm) with 3 holes 1.6
for 5/8" corrugated and 900 braided coax

252150 Boot Assembly Kit, 4" (101.6 mm) with 1 hole 1.6
for 7/8" corrugated and 900 braided coax

252151 Boot Assembly Kit, 4" (101.6 mm) with 3 holes 1.6
for 7/8" corrugated coax

252152 Boot Assembly Kit, 4" (101.6 mm) with 1 hole 1.6
for 1-1/4" corrugated coax

252153 Boot Assembly Kit, 4" (101.6 mm) with 1 hole 1.6
for 1-5/8" corrugated and smooth wall coax

252154 Boot Assembly Kit, 4" (101.6 mm) with 1 hole 1.6
for 2-1/4" corrugated coax

5" Boot Assembly Kits

Application: Entry port solutions

Size: Versions for coaxial 1/2"to 2-1/4"and elliptical waveguide
Design: Compression boot kit for aluminum entry panels

Feature: One-piece design simplifies installation

Mounts to: 5" {127.0 mm) Eniry panels

Material: EPDM rubber

Includes: Boot, cushion, two hose clamps

Order Separately: 5" (127.0 mm) Entry panel

Part Number ~ Description Wh. lbs

252156 Boot Assembly Kit, 5" (127.0 mm) with 1 hole 1.6
for 1/2" corrugated coax

252160 Boot Assembly Kit, 5" (127.0 mm) with 1 hole 1.6
for 5/8" corrugated and 900 braided coax

252158 Boot Assembly Kit, 5" (127.0 mm) with 1 hole 1.6
for 7/8" corrugated coax

252162 Boot Assembly Kit, 5" (127.0 mm) with 1 hole 1.6
for 1-1/4" corrugated coax

252163 Boot Assembly Kit, 5" (127.0 mm) with 1 hole 1.6
for 1-5/8" corrugated and smooth wall coax

252164 Boot Assembly Kit, 5" (127.0 mm) with 1 hole 1.6
for 2-1/4" corrugated coax
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Feed-Thru Boot Assemblies

Application: Entry port solutions
Size: 4" (101.6 mm) and 5" (127.0 mm)

Design: Compression boot for
aluminum entry panels

Feature: One-piece design simplifies installation
Mounts to: Entry panels
Material: EPDM rubber

Includes: Boot, two hose clamps

Order Separately: Cushion inserts, entry panel

Part Number ~ Description Wt. lbs  (Wt. kg)

294573 4" (101.6 mm) Boot Assembly, 1.3 (0.6)
cushion not included

294574 5" (127.0 mm) Boot Assembly, 1.6 0.7)

cushion not included

Cushion Plugs

Application: Entry port solutions

Size: 1/2" 10 1-5/8" coaxial cable
Design: Plugs for unused cushion holes
Feature: Allows for future expansion
Mounts to: Cushion Inserts

Material: EPDM rubber

Includes: Plugs, kit of 5

Order Separately: Cushion inserts or boot assemblies

Part Number ~ Description Wt lbs  (Wt. kg)

294735 Cushion Plug for 1/2" 0.1 0.1)
corrugated coaxial cable

294736 Cushion Plug for 3/8" 0.2 (0.1)
corrugated and smooth wall coaxial cable

294737 Cushion Plug for 5/8" 0.1 0.1)
corrugated and IMR-900 coaxial cable

294738 Cushion Plug for 7/8" 0.2 0.1)
corrugated coaxial cable

294739 Cushion Plug for 1-1/4" 0.4 (0.2)
corrugated coaxial cable

294740 Cushion Plug for 1-5/8" 0.7 (0.3)

corrugated and smooth wall coaxial cable

FIT CODE LEGEND

= Corrugated cable
= Smooth wall cable
(20 = Braided cable
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